LI6400Group
Control Multiple LI-6400s

L16400Group is a cross-platform application (Windows™, Mac OS X, and
Linux) for viewing and/or controlling one or more LI-6400 / LI-6400XT Pho-
tosynthesis Systems.
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LI6400Group Connections

Connections

The main window can hold any number of displays; each display represents
a connection to a different LI-6400.

Add a Display / Connection
Make a new display and connection by pressing the Add button on the
tool bar. You’ll get a Connection Dialog, and specify the desired LI-6400.

Remake Connection
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You can also reconnect an inactive display to an LI-6400 by pressing the

reconnect button . A Connection Dialog will appear, allowing you to
reconnect to the previous LI-6400 or specify a new one.
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LI6400Group Connections

Sending keystrokes

To send keystrokes to an LI-6400, click on the space above the connection
display, and the bounding box and text will become red, signifying that typed
characters will be sent to that unit. If it is already red, then clicking there will
turn it back to grey.

anNo : . . =
SlG Click here. (or right click - see next page)
|| |
] [ =
Ed@PSC-1094 | || CBuster@PsC-1276 )"i
PDir: fUser/Configs/UserPrefs _— == LCF Flasm oo oEre . 'orse Viewer
Select a new configuration [File: [User)LCF/F#001 2011-06-10
FactoryDefault 6.2.xml I'I'ype: Square Flash
FactoryDefault_desicant test.xml Omax: 8117
FlowMeterTest.xml Fmax: 1632

HumidityProbe.xml
Insect Rd.xml

view view Pick
i Graph @Details event Quit

Shift

Kbd comm active Kbd comm inactive

To send characters to multiple units simultaneously, simply click on the
headers of the ones you want included so that they all have red borders.
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IMLeafFanll Flow= Mixer Temp Lamp LeafFan Flow= Temp Lamp
12 Fast 500 pm OFF DFF -none- 12 Fast 300 pmig OFF OFF

]

1. Keystrokes made on your computer’s keyboard are sent to LI-6400s only
when LI6400Group’s window is the active window on the desktop. But, they
are only sent to LI-6400s whose displays are highlighted (red).

2. Keystrokes made by clicking on LI6400Group’s on-screen keyboard are
always sent to highlighted displays.

3. You can send a fct key keystroke by clicking on the fct key label of a red
highlighted display. However, only that LI-6400 will receive that key stroke; it
won’t go to any other red-highlighted display. See Function Keys.
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LI6400Group Connections

To start or stop keyboard communication with all active displays, simply
right-click in the space above the connection display.

anNon LI6400Group 2.0 —

right-click

PSC-1824

Dir: fUser/Configs/UserPrefs
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2x3 LEDn1635.xml
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Close kbd comm to all :
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Function Keys

Function key keystrokes can be sent by pressing f1 thru f5 on your com-

puter keyboard, or by pressing the fct keys on the screen keyboard, or by
clicking on the screen fct key label.
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LI6400Group Connection Dialog

Connection Dialog
The Connection Dialog allows you to select Ethernet or Serial.

Ethernet
The Ethernet drop-down list should show all LI-6400XTs that are connected

to your local network.

New Connection

Screen Label

@ Ethernet  |PSC-1094 -]

If you don’t see the one you are looking for, check its Network Status (in the
Utility Menu of OPEN), and make sure it is connected, and has a valid IP
address. If nothing else, you can select Other... from the Connection drop
down (above), and then enter the IP number.

Remake Connection

Screen Label Bob

@ Ethernet  [172.24.80.104 -]

(O)RS-232 | /dev/cu.usbserial-FTDEIPXP |3 ]

[ Cancel )

/4

Serial
The drop down list beside the RS-232 button should show the available

serial ports on your computer. Select the appropriate one.

In order to communicate over the serial port, however, you will have to put
the LI-6400 into LTerm mode. (OPEN’s main screen, then press L).

LI -6400XT Photosynthesis System

OPEN 6.2p
PSC= 6

JUser 5% full

Fri Oct 28 2011 13:23:136 13.19V_
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LI6400Group

Fonts, Colors, Screen Capture

Fonts, Colors, Screen Capture
Right click a display to get the context menu. From there, you can change

fonts and/or colors for all displays,
on which you right-clicked.

or do a screen capture from the display

800 LI6400Group 2.0 -
test@Fleur PSC-1824
tility Men Dir: fUser/Configs/UserPrefs

Computelist List->Module. ..
BCommunications
kCraphics
Set the Clock. ..

Reinstall basic config files...

Edit Color...
Edit Font... |

Select a new configuratio
2x3 LED workshop 12-11.xml
2x3 LEDn1635. xml
ConiferChmbr EB.xml
FactoryDefault_6.2.xml

« CANCELes SELECT
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Set font for all displays

Set colors for all displays

800

Text Color

Click color to edit

Dialog

Background Color Highlight Color

(R:estore Defaults) (" Apply ) ( Close )

/4
8.0 Select Font
— — —
Collection Family Typeface Size
All Fonts Impact ~ Regular 13
English Imprint MT Shadow Bold i 3
Favorites Kino MT 10
Recently Used Lucida Blackletter 11
Fixed Width Lucida Bright 12 Screen capture one display
Fun Lucida Calligraphy e
Modern Lucida Consaole
- - 14 o oono
PDF 4 Lucida Fax Fy Fy
Traditional v Lucida Grande v 18 12 I—i
- - Directory: /Users/jon/ sl
- a s
File name 64005creen_#.pdf
=
/ﬂ @Replace # with increment value ] @

Previous file: <none>

™ Image width: 3 height: |1 [inches 4]

EBorder: 0 @ pixels

EShow Cursor Capture
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LI6400Group Chat Window

Chat Window

The chat window allows you to communicate with anyone who is also
remotely communicating with an LI-6400.

86068 Chat Window

v] (“Send)

09:54:13 Anyone home?
09:54:26 (35) Yes

You can receive chat traffic from any LI-6400 you have an active connection
with, but you can only send chat traffic to connections that also have open
keyboard communication (red box).
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